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§192.243

§192.243 Nondestructive testing.

(a) Nondestructive testing of welds
must be performed by any process,
other than trepanning, that will clear-
ly indicate defects that may affect the
integrity of the weld.

(b) Nondestructive testing of welds
must be performed:

(1) In accordance with written proce-
dures; and

(2) By persons who have been trained
and qualified in the established proce-
dures and with the equipment em-
ployed in testing.

(c) Procedures must be established
for the proper interpretation of each
nondestructive test of a weld to ensure
the acceptability of the weld under
§192.241(c).

(d) When nondestructive testing is re-
quired under §192.241(b), the following
percentages of each day’s field butt
welds, selected at random by the oper-
ator, must be nondestructively tested
over their entire circumference:

(1) In Class 1 locations, except off-
shore, at least 10 percent.

(2) In Class 2 locations, at least 15
percent.

(3) In Class 3 and Class 4 locations, at
crossings of major or navigable rivers,
offshore, and within railroad or public
highway rights-of-way, including tun-
nels, bridges, and overhead road cross-
ings, 100 percent unless impracticable,
in which case at least 90 percent. Non-
destructive testing must be impracti-
cable for each girth weld not tested.

(4) At pipeline tie-ins, including tie-
ins of replacement sections, 100 per-
cent.

(e) Except for a welder whose work is
isolated from the principal welding ac-
tivity, a sample of each welder’s work
for each day must be nondestructively
tested, when nondestructive testing is
required under §192.241(b).

(f) When nondestructive testing is re-
quired under §192.241(b), each operator
must retain, for the life of the pipeline,
a record showing by milepost, engi-
neering station, or by geographic fea-
ture, the number of girth welds made,
the number nondestructively tested,
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the number rejected, and the disposi-
tion of the rejects.

[36 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-27, 41 FR 34606, Aug. 16, 1976;
Amdt. 192-50, 50 FR 37192, Sept. 12, 1985;
Amdt. 192-78, 61 FR 28784, June 6, 1996]

§192.245 Repair or removal of defects.

(a) Each weld that is unacceptable
under §192.241(c) must be removed or
repaired. Except for welds on an off-
shore pipeline being installed from a
pipeline vessel, a weld must be re-
moved if it has a crack that is more
than 8 percent of the weld length.

(b) Each weld that is repaired must
have the defect removed down to sound
metal and the segment to be repaired
must be preheated if conditions exist
which would adversely affect the qual-
ity of the weld repair. After repair, the
segment of the weld that was repaired
must be inspected to ensure its accept-
ability.

(c) Repair of a crack, or of any defect
in a previously repaired area must be
in accordance with written weld repair
procedures that have been qualified
under §192.225. Repair procedures must
provide that the minimum mechanical
properties specified for the welding
procedure used to make the original
weld are met upon completion of the
final weld repair.

[Amdt. 19246, 48 FR 48674, Oct. 20, 1983]

Subpart F—Joining of Materials
Other Than by Welding

§192.271 Scope.

(a) This subpart prescribes minimum
requirements for joining materials in
pipelines, other than by welding.

(b) This subpart does not apply to
joining during the manufacture of pipe
or pipeline components.

§192.273 General.

(a) The pipeline must be designed and
installed so that each joint will sustain
the Ilongitudinal pullout or thrust
forces caused by contraction or expan-
sion of the piping or by anticipated ex-
ternal or internal loading.

(b) Each joint must be made in ac-
cordance with written procedures that
have been proven by test or experience
to produce strong gastight joints.
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